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BTT 300.15 with test load 
 
 
Cable trailers of this construction series are capable of picking up, transporting and unreeling heavy power cable 
drums from 2500 up to 4200 mm diameter and 30 t weight. Also for still larger drum diameters (max. 7000mm) 
this type of trailer offers a solution. 
 
The rear open U-type design of the trailer, allows the cable drum to be placed directly into loading position, where 
it is only lifted up for transport or payout by two vertical rows of lifting pockets driven by a power-hydraulic 
system. 
 
Optional accessories: 
- twin roller drum drive with hydraulically press cylinders  
- additional pockets for picking up small cable drums 
 
Painting: traffic red RAL 3020 
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Gottlieb-Daimler-Straße 5 
DE 24568 Kaltenkirchen / GERMANY 
Telefon: +49 (0) 41 91 99 33 0 
Telefax: +49 (0) 41 91 99 33 99 
E-Mail: info@bagela.de 

 
 
 

Zertifiziert nach DIN EN ISO 9001:2000 
Certified according to DIN EN ISO 9001:2000 

 

 

 
 

Road and Cross-country performance 
The 4 front axles are connected by a balancing system and spring-suspended, which ensures an even distribution of 
the carried weight on all wheels both on the road and on rough ground. Both rear wheels adapt themselves via air 
pressure brake to the front axles. The suspension of the axles makes the standard automatic load-sensitive braking 
system possible. 
 

 
 

 
 

 

central control at the rear 
The operation elements for the loading, reeling and unreeling 
(fast- slow) are at the rear to ensure the operator an optimal 
overview. If desired a radio remote control can be provided.  
 
For transport the vehicle can be divided into 3 parts. 
Hydraulically widenable versions on request. 
 

Technical data:: 
Type Pay Empty Total Max. Loading Chassis Length Width Height Order  

 load weight weight drum dia. width Type Brake    No. 
BTT300.15 30000 kg 7700 kg 37700 kg 4200 mm 1850 mm ¬ooo Air 

Press. 
9100 mm 2750 mm 2900 mm 028.608.00 

 


