Tube coil haulage and uncoiling trailer
Type BRVT 17

BRVT 17 with two 160mm-@ tube coils and adjustaidéding rod.
Locking pin magazine

Robust design, sturdy mudguards, fully hot-
galvanized.

The adjustable holding rods are preventing %
coil from toppling sideways while the tube is
being uncoiled.

Suitable also for hauling and uncoiling
standard HDPE-tubing drums, because of t
wide clear loading width.

The easily changeable roller shafts are reduciadahding time about nearly 60% and the risk afriejs.

The screwing of the single rollers is not necedsary
Attention: The inner end of the pipe has to be cullush to the pipe coil!

Technical Data:

Type Pay- Empty- Total- Max. loading Chassis | Length| width | height | Order no.
load weight | weight | tube coil-@ | width |Type Brake| mm mm mm
BRVT 17 | 1700 kg | 1300 kg | 3000 kg 3700 mm| 1720 mmoo | overrun| 4260 | 2430 | 1230 | 027.001.01
BRVT 17 | 1800 kg | 1200 kg | 3000 kg 3700 mm| 1720 mmoo | overrun| 4500 | 2430 | 1250 | 027.001.00

Specifications are subject without notice. Outpeteds are depending on use conditions.
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Tube coil haulage and uncoiling trailer
Type BRVT 17 / Uncoiling cage

With the Bagela Uncoiling cage you can unreel
pipes of a length up to 290 m and a diameter of 160
mm without any problem.

Due to the broad version of the Uncoiling cage the
Bagela trailer BRVT 17 provides more space.
So three pipe coils can be uncoiled at the same tim

Uncoiling cages can be used also without trailer as
freestanding device. Tool trailer are suitable
likewise, however a safe attachment must be
ensured.

The Bagela cable drum trailer of the series BKT 23
and 27 is equipped with the necessary attachment
for the Uncoiling cage.

In addition, the Uncoiling can be used in a cable
drum trailer of strange brand.

Technical Data:

Type Empty- max. Length Width Height Order No.
Weight Width of pipe coil
Uncoiling cage 450 kg 1490 mm 3800 mm 1975 mm 2655 mnj 008.331.00
Uncoiling cage 580 kg 1720 mm 3800 mm 2205 mm 2655 mnj 008.331.01
Wide version

Specifications are subject without notice. Outpetads are depending on use conditions.
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E-Mail: info@bagela.de

Zertifiziert nach DIN EN 1SO 9001:2000

Certified according to DIN EN ISO 9001:2000



