
 Cable Drum, Tubing and Container Trailer 
Typ BKT 70 U 
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 Specifications are subject without notice. Output details are depending on use conditions.  
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The cable drum trailer BKT 70U is flange-mounted on a Mercedes Atego. 

 
 
 
 
 
·  high level of comfort 
 
·  best functionality 
 
·  better overview because of short 

length 
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Gottlieb-Daimler-Straße 5 
DE 24568 Kaltenkirchen / GERMANY 
Telefon: +49 (0) 41 91 99 33 0 
Telefax: +49 (0) 41 91 99 33 99 
E-Mail: info@bagela.de 

 
 
 

Zertifiziert nach DIN EN ISO 9001:2000 
Certified according to DIN EN ISO 9001:2000 

 

 

 

 

 
 
The tandem axle chassis offers several advantages. 
It is responsible for a much better castor of the rear wheels 
than single axle trailers; the stress on the towing vehicle is 
reduced extremely, especially in rough terrain. 
Dangerous situations caused by changing load centers, 
which are typically for single axle trailers, are impossible. 
The flexible spring suspension takes care for a steady 
position of the frame. 
 
 

  

 
 

 
 

The hydraulic power for the flange-version of the BKT 
70U has to be provided by the towing vehicle. 
Various options like hydraulic rear props or additional 
outfit like cable drum drive are possible. 
All hand levers for operation are positioned on the rear left 
side of the mudguard.  
 
 
 
 

 

 
 
 
Additional outfit like container and pipe coils can be 
transported. The same options like for the standard trailers 
are possible. 
 
 
 

 
 

 

   

Technical data: 
 

Type pay- empty- total- Max. clear  chassis Length Width Height order  
 load weigth weight drum-Ø loadingw Type brake    no. 

BTT 70 U 7000 kg 6950 kg 13950 kg 3200 mm 1720 mm -o air 6400 mm 2550 mm 3100 mm 008.010.01 
 


